
Test Results   

Test Power: 2 x 330-hp Cummins Diesels 

  Range   

RPM MPH Knots Total GPH MPG NMPG Stat. Mile NM   KM    KPH    LPH    KPL   dBA 

700 4.9 4.2 0 0 0 0 0 0 7.89 0 0 60 

1000 7.1 6.2 1.6 4.44 3.86 1598 1389 2572 11.43 6.1 1.89 69 

1250 8.5 7.3 3.7 2.28 1.99 822 715 1323 13.68 14 0.97 69 

1500 9.0 7.8 5.1 1.76 1.53 635 552 1022 14.48 19.3 0.75 70 

1750 9.3 8.1 8.9 1.04 .91 376 327 605 14.97 33.7 0.44 73 

2000 9.9 8.6 15.8 0.63 .54 226 196 364 15.93 59.8 0.27 74 

2250 17.9 15.6 16.4 1.09 .95 393 342 632 28.81 62.1 0.46 80 

2500 21.5 18.7 23.9 .9 .78 323 281 520 34.6 90.5 0.38 81 

2750 24.5 21.3 27.3 .9 .78 322 280 518 39.43 103.3 0.38 82 

3000 30.1 26.2 34.0 .89 .77 319 277 513 48.44 128.7 0.38 84 

 
Performance Chart 

 
 
Test Conditions 

Test Power: 2 x 370-hp Cummins Diesels 

Time To Plane 11.3 seconds 

Test Power 2 x 370-hp Cummins Diesels 

Load 5 persons, 1/2 fuel, full water, minimal gear 

Climate 88 degrees, 71% humidity, light breeze, calm seas 

 


